
gasoline etc.

Item ID OD WPSI BPSI Weight Notes

Number (Inch) (Inch) (lbs./ft.)

ICH-ADSBOR-800-3/4 3/4" 1.22" 1000 4000 0.570 100Ft rolls 

ICH-ADSBOR-800-1 1" 1.50" 800 3200 0.730 100Ft rolls 

ICH-ADSBOR-800-1.25 1.25" 1.90" 800 3200 1.050 100Ft rolls 

ICH-ADSBOR-800-1.5 1.5" 2.13" 800 3200 1.250 100Ft rolls 

ICH-ADSBOR-600-2 2" 2.65" 600 2400 1.600 100Ft rolls 

ICH-ADSBOR-600-2.5 2.5" 3.15" 600 2200 2.000 100Ft rolls 

ICH-ADSBOR-600-3 3" 3.86" 600 2100 3.000 100Ft rolls 

ICH-ADSBOR-500-4 4" 4.80" 500 2000 4.000 100Ft rolls 

Note! Dimensions and weights can vary slightly and are approximate!

Tube: NBR -Oil Resistant

Cover: SBR Yellow 

Reinforcement: Multiple high tensile braided steel.

Temperature Range: -40F to +200F

Warning! Ends attached with bands, clamps or sleeves rated for under wpsi of hose will lower the 

overall Wpsi of the hose assembly.

AIR DRILL STEEL BRAIDED OIL RESISTANT AIR & WATER HOSE 

Branded: INDUSTRIAL CHOICE WIRE BRAID AIR-OIL RESISTANT 800/600/500 PSI W.P.

Industrial Choice Air Drill Steel Braided Oil Resistant Air & Water hose is a quality hose. 

Great for most applications that higher pressures are needed. Used in Construction, 

Drilling, Mining, High Pressure Water and Oils: Not rated for highly refined fuels like


